Aluminum/Wood
Product Accessories Parts Catalog &

Windows and Doors

Installation Suggestions

No Scale

Casement Window Shown, Others Similar

CABLE SYSTEM PARTS KIT
PART NO. 022241

A. 2-Support Cables
(9'3-1/4")

B. 2-Cable Cleats

C. 4-2-1/2" Wood Screws

D. 2-"T" Nuts (Bushings)

E. 2-Washers

F. 4-1/4" x 28 Hex Nuts
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INSULATION (BY OTHERS)

HURD CABLE SUPPORT SYSTEM (LOCATED
BEHIND THE INTERIOR MULLION COVERS.)

——|

NOTE: ANY PROJECTED WINDOW (BOW, BAY OR
BOX-BAY) MUST BE EITHER SUPPORTED BY

|
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BRACKETS, A WALL, OR HUNG BY CABLES.

THE HURD CABLE SUPPORT SYSTEM IS STRONGLY
RECOMMENDED FOR ANGLE-BAY AND BOW WINDOW
INSTALLATIONS WHERE THERE IS NO SUPPORTING
WALL UNDERNEATH TO SUPPORT THE WEIGHT.
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Hurd Windows & Doors offers these general suggestions for typical installations in the type of construction represented. This is a supplement and not a
replacement to the full installation instructions provided by Hurd. You must use the full installation instructions in conjunction with this installation suggestion
supplement. Full installation instruction can be found on the Hurd website, www.hurd.com

Installation requirements may vary in particular locations and in other types of construction. Proper installation is essential, and Hurd Windows & Doors
recommends consultation with an AAMA Certified Installer, or other qualified experienced building professional before installation of any Hurd product. Proper
installation of Hurd products is the responsibility of the installer. Hurd is not responsible for proper installation. Hurd is not responsible for the design of, conditions
in, or performance of building construction beyond the perimeters of the Hurd units. Hurd is not responsible for proper integration of the Hurd units with the

weather-repellant systems of the building.
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Hurd Windows & Doors offers these general
suggestions for typical installations in the type of
construction represented. This is a supplement
and not a replacement to the full installation
instructions provided by Hurd. You must use the
full installation instructions in conjunction with this
installation suggestion supplement. Full
installation instruction can be found on the Hurd
website, www.hurd.com

Installation requirements may vary in particular

12' locations and in other types of construction.
Proper installation is essential, and Hurd Windows
023890 & Doors recommends consultation with an AAMA
023891 Certified Installer, or other qualified experienced
023892 building professional before installation of any
032066 Hurd product. Proper installation of Hurd products
072833 is the re§ponsibi|ity of tlhe instgller. Hurd is not
073005 respons!ble for proper |'nstallat|on. 'Hurd is not
responsible for the design of, conditions in, or
performance of building construction beyond the
perimeters of the Hurd units. Hurd is not
responsible for proper integration of the Hurd units
with the weather-repellant systems of the building.
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