











Rustic Hardware

Inswing & Outswing Patio Door
22 Replacement Parts Energy Saver Aluminum Clad Wood

Rustic Style Active Handle Set

Handle Sets. 1 Per Box Include Parts Shown "
Description Part#
Light Bronze 099588
Dark Bronze 099589
i

Dark Bronze Light Bronze
Exterior Escutcheon Assembly Replacement Parts
Assembly of Gasket, Exterior Escutcheon : ID Description Part#
& Key Cylinder w/key & Tung | @® Light Bronze Mounting Screws 099594
Key Cylinder with Key and T
ey Cvlinderwiih Key and Tund I Dark Bronze Mounting Screws 099595
Keyed Random Part# 099614 |
I © Gasket, Escutcheon 099596
Keyed Alike Part# 099615
T~ | ® Handle Bushing 099597
/9 : ® Handle Set Screw 099598
7/ ‘ I
{/ I ®  split Spindle (Two Piece) 099599
5 { : © Construction Handle 099601
% Q© | ® Keyed Cylinder - KEYED RANDOM 099614
1 @ Keyed Cylinder - KEYED ALIKE 099615
éz |
N / a~ I Note: Individual Parts shown
4 & I with part numbers,
Gasket Exterior I can be ordered separately.
Part# 099596 o Escutcheon
1
]

Exterior & Interior Escutcheon Assembly Handles, Bushings & Spindle Assembly
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/2> Bushing P
B Part# 099597 @ !
@ (2 Per Pack) o \
/
\\ N //
< Construction S~ -
Handle i i
Required Spindle
|
/ Part# 099601 ‘ Position for Set Screw
Set Screw ®
Part# 099598 @*
) (2 Per Pack)
#10-32 Mounting Screws
Eart# s (2 per Pack) Allen Wrench
Light Bronze 099594
Dark Bronze 099595 Note: Parts drawings not to scale.

ECSPD-Rustic ACTV HNDL SET ©2009 Hurd Windows & Doors October/2009



Rustic Hardware

Inswing & Outswing Patio Door
s Replacement Parts Energy Saver Aluminum Clad Wood

Rustic Style Semi-Active Handle Set

Replacement Parts

I -
Handle Sets, 1 Per Box Include Parts Shown I ID Description Part#
Description Part# I @® Light Bronze Mounting Screws 099594
i |
ight Bronze 099530 Dark Bronze Mounting Screws 099595
Dark Bronze 099591 '
_______________________ | © Gasket, Escutcheon 099596
: ® Handle Bushing 099597
Exterior Escutcheon Assembly ! ®  Handie Set Screw 099598
plit Spindle (Two Piece) 099599
— | )
| © Construction Handle 099601
, | @ Tung with Ears 099600
I

Note: Individual Parts shown
@ with part numbers,

can be ordered separately.

® 7’ \
Gasket / Exterior
Part# 099596 o Escutcheon

Exterior & Interior Escutcheon Assembly

Assembly

T

Exterior Escutcheonl

Handles, Bushings & Spindle Assembly
/®Set Screw

Bushing
q @\
~ ¢
® I \® Spindle
7 Part# 099599

- (2 Per Pack)
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@ Tung with Ears
Part# 099600

Interior Escutcheon \/\/
O
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Bushing
Part# 099597
(2 Per Pack)
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\\\‘//

| Required Spindle
‘ Position for Set Screw
Set Screw 8
Part# 099598
(2 Per Pack)

/4\

#10-32 Mounting Screws
Part#'s (2 per Pack)
Light Bronze 099594

Allen Wrench

Construction
Handle
Part# 099601

Dark Bronze 099595

@>)

Note: Parts drawings not to scale.

ECSPD-Rustic SEMI-ACTV HNDL SET ©2009 Hurd Windows & Doors October/2009



Rustic Hardware

Inswing & Outswing Patio Door
" Replacement Parts Energy Saver Aluminum Clad Wood

Windows and Doors

Rustic Style Dummy Handle Set

Replacement Parts

Handle Sets, 1 Per Box Include Parts Shown : ID Description Part#
Description Part# | @® Light Bronze Mounting Screws 099594
Light Bronze 099592 | Dark Bronze Mounting Screws 099595
Dark Bronze 099593 I
| © Gasket, Escutcheon 099596
|

Note: Individual Parts shown
with part numbers,
can be ordered separately.
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Part#'s (2 per Pack) /b

Light Bronze 099594 /
Dark Bronze 099595 Q %
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ECSPD-Rustic DUMMY HNDL SET ©2009 Hurd Windows & Doors October/2009

®@®

Note: Parts drawings not to scale.



Rustic Style Active Handle Set Installation
Swing Patio Doors

Step 1 Step 2

Exterior Escutcheon Assembly Exterior & Interior Escutcheon Assembly Installation
(Assembly of Gasket, Exterior Escutcheon

& Key Cylinder w/Key & Tung ) Exterior Escutcheon INSTALLATION INSTRUCTIONS

Assembly

Windows and Doors

Ref. Item 90243 Rev 2

Key Cylinder with Key and Tung
Keyed Random Part# 099614
Keyed Alike Part# 099615 4

s

Step 3

Handles, Bushings & Spindle
Installation

% Bushing
N

=~

Interior Escutcheon
Assembly

%y
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o @ dece

8
\ \L Set Screw
Spindle

|

0~ ]

Part# 099599 (2 Per Pack)

——
N\

o
\

® , & Thumb Turn — |
Exterior /®

Escutcheon Q 7

O Bushing )Q}
~_ Part# 099597

@‘\ Latch Bolt ,~
\
Z /& (2 Per Pack) | )
|
Gasket \\ S \ /
Part# 099596 /
\\ N /
Notes ~ ~__ __
» Mount lock cylinder to exterior escutcheon. \
#10-32 Mounting Screws | Required Spindle
Part#'s (2 per Pack) ‘ Position for Set Screw
Light Bronze 099594 &
Dark Bronze 099595 <4
Set Screw

Part# 099598 (2 Per Pack)

Construction Handles
/ Part# 099601 Notes:

* Mount one handle to the spindle with set screw. Review the spindle position with respect to the set screw
as shown in the illustration above.

» Engage and disengage the latch bolt several times. When the handle operates smoothly, hand tighten

the bottom mounting screw. Do Not over tighten mounting screws as damage can reslut in the escutcheons.
 Operate the key and thumb turn several times until both function smoothly. Hand tighten top mounting
screw. Do Not over tighten mounting screws as damage can reslut in the escutcheons.

« Position handles so they are seated against the escutcheons properly.

Secure with second set screw.

Notes:
« Attach Escutcheon Assemblies to Door Stile
with Mounting Screws. Do Not Tighten all the way.
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Rustic Style Semi-Active Handle Set Installation

Swing Patio Doors

Step 1

Exterior & Interior Escutcheon Assembly Installation

Tung with Ears
Part# 099600

Interior Escutcheon P
Assembly \ \/\7/
O

#10-32 Mounting Screws
Part#'s (2 per Pack)
Light Bronze 099594
Dark Bronze 099595

L

\

Construction Handles
/ Part# 099601

Notes:

« Attach Escutcheon Assemblies to Door Stile

-
i

with Mounting Screws. Do Not Tighten all the way.

Assembly

S

2

\%Gasket

Part# 099596

Windows and Doors

Exterior Escutcheon

INSTALLATION INSTRUCTIONS
Ref. Item 90244 Rev 2
Step 2
Handles, Bushings & Spindle
Installation

Thumb Turn — | :

Bushing s
Part# 099597
(2 Per Pack) P

Set Screw Jé

Part# 099598 (2 Per Pack)

\

Notes:

8
& Set Screw

\ Spindle

_ Part# 099599 (2 Per Pack)
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[— Latch Bolt ,~
/ \
{ )
|
\ /
/
\///
Required Spindle
Position for Set Screw

N
~

* Mount one handle to the spindle with set screw. Review the spindle position with respect to the set screw

as shown in the illustration above.

» Engage and disengage the latch bolt several times. When the handle operates smoothly, hand tighten

the bottom mounting screw. Do Not over tighten mounting screws as damage can reslut in the escutcheons.
» Operate the thumb turn several times until both function smoothly. Hand tighten top mounting

screw. Do Not over tighten mounting screws as damage can reslut in the escutcheons.

« Position handles so they are seated against the escutcheons properly.

Secure with second set screw.
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Rustic Style Dummy Handle Set Installation

Swing Patio Doors
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Interior Assembly

7/

Windows and Doors
INSTALLATION INSTRUCTIONS
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\ \ Gasket

Part# 099596

Exterior Assembl

#10-32 Mounting Screws

Part#'s (2 per Pack)
Light Bronze 099594
Dark Bronze 099595

Ref. Item 90245 Rev 2
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Notes:

[2 O

.

« Hand tighten mounting screws. Do not over tighten mounting screws as damage

can result in the escutcheons.
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