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Measure and mark 1 3/8" from head jamb on the 
primary hinge side jamb. Center and level jamb bracket 
1/4" from screen door panel on mark previously made. 
Using the jamb bracket as a template, mark screw holes 
and pre-drill with a 1/8" drill bit (Figure 9). 
Note: If more latching force is desired, jamb bracket 
may be moved up to 1" away from the screen door.
- Moving the bracket further from the door normally 
reduces full door operation. 
- Attach bracket to hinge side jamb with four (4) #10 x 1" 
screws.

STEP 8 Screen Door Closer Installation

STEP 9 

STEP 11 Closing Tension & Closing Speed Adjust 

Place hold-open washer on closer rod and position
over lugs.
This will give proper tension for installation (Figure 10).

STEP 10 
Attach jamb bracket to closer tube assembly using short
door bracket connecting pin. Attach the screen door
bracket to closer tube front hole with long connecting pin.

Close and latch the screen door. From the interior, hold
closer and door bracket against screen door top rail in a
level position. Mark and drill one 7/64" pilot hole in the
adjustment slot opposite the cylinder. 
DO NOT drill completely through the screen door panel.
Attach door bracket to screen door with one
#8 x 1/2" screw in adjustment slot.

Second door closer is to be mounted to the top of the
next panel in the same way as the top closer as
described above (Figure 11).

Figure 11

Figure 12

Closing Tension Adjustment is made by moving the door
bracket. Slide bracket toward locking jamb to increase
tension or away from locking jamb to decrease tension.

Tighten screw in the adjustment slot.

Operate the screen door to verify that is closes properly.

Drill the remaining 7/64" hole for door bracket and secure
with other #8 x 1/2" screws.

Closing Speed Adjustment is made by tightening or
loosening adjusting screw located at the back of the cylinder
assembly (Figure 12)

If smoother and quieter closing action is desired, hold door
open about 8" and slide the hold-open washer to closer as
seen in (Figure 10).
Next, remove the long connecting pin (Figure 11 & 12) from
door bracket (Figure 11 & 12) and relocate in closer tube
rear hole (adjustement slot) (Figure 11 & 12).
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RETAINER CLIP INSTALLATION 
for GLASS INSERT OR SCREEN 

UNIT IS NOW COMPLETE

- Center and place the screen or glass insert
into the screen door frame opening.
Install insert retainer clips as described and
shown in (ELEVATION) below.

- Install a minimum of five (5) clips on each
side of insert for retro 6-8 height doors and a
minimum of (6) six clips per side for 6-10, 
7-2 & 8-0 door heights.

- Install the top and bottom clips evenly across
the width.

- Push the clips fully into place.

- Be sure to install all clips provided.

ELEVATION

Please note: Installation instructions are also provided
in the closure box provided with the screen/storm
door package.

Mounting Closure on Astragal:
For screen doors utilizing the astragal closer bracket:
(astragal/frame and astragal/astragal mounted) the top closer
has QTY (3) 1" screw and a closure head bracket that
must be used for installation.
- On hinge side of the door, fasten head jamb bracket to top
jambs using the (3) 1" long screws. Locate head jambs
bracket against the side jamb and 3/8" from the face of the
door as shown.
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STEP 10 (Continued) 

Closure Head Bracket



2-Wide Head Mounting Bracket




